ANTI-SKATE DEVICE:

1/4" DIAMETER SMOOTH ROD @ 12" O.C. WRAP
AROUND HANDRAIL AND SPOT WELD TOP,
BOTTOM AND BOTH SIDES
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NOTES:

HANDRAIL POST FOOTING
SEE PSD MTL-2

TOP HINGE OF LANDING
AT TOP OF RAMP

1. HANDRAILS SHALL BE CONTINUOUS AT MIDPOINT LANDING.

2. HANDRAILS MAY NOT ENCROACH INTO THE SIDEWALK RIGHT-OF-WAY (ROW).
HOWEVER, THE SIDEWALK MAY BE USED AS PART OF THE REQUIRED &'
LANDING AS LONG AS THE SIDEWALK CROSS-SLOPE DOES NOT EXCEED 2%.
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BOTTOM HINGE OF
LANDING AT BOTTOM
OF RAMP

4" WHEEL GUARD SHALL
BE 1" CLEAR OFF THE
RAMP FINISHED SLOPE
AND CONFORM TO THE
RAMP SLOPE.

3. CLEAR DISTANCE BETWEEN HANDRAILS SHALL BE 3'-9 m
4. MINIMUM AND 4-5" MAXIMUM.
5. POSTS ARE 5' O.C., EQUAL SPACING - 7 POST TOTAL PER EACH 30' RUN. . . .
6. HANDRAILS SHALL MEET ALL CURRENT CALIFORNIA BUILDING CODE 0 1 2 4
REQUIREMENTS. I H
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